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Deliverable No. D5.1.0


SYSTEM: SAFETY SYSTEMS
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No light/visability





Excessive heel or trim





Doors locked





Flooding water





Fire or smoke





Improper stowage





Objects falling/mechanical damage





escape routes unusable





People trapped





Extended evacuation time





Passenger confusion





Crew fails to perform its task





Bad design





escape routes not efficient





People trapped





Extended evacuation





Noise level





Failure in electrical supply effecting systems





PA system fails in physically





Motions/position





Smoke or reduced vis.





Signs missing or obscured





Signs confusing





miscommunication





Passengers end up in dangerous area





Extend evacuation time





Control system inaccessable





Incorrect human action





Mechanical system failure





failure to operate fire system





Increased likelihood of evacuation





Uncontrolable fire growth





Inapprioriate passenger action





Faulty Dectectors





incorrect activation of fire





Isolation of Space





Alarm sounding-panic





Suppersion system discharge





Detectors not fitted/ posisiton incorrectly





Detectors don’t work





failure to detect a fire





More likely to increase damage to ship





Evacuation more difficult





Delays evacuation





Delay fire suppression





Unintentional openings





Structural failure due to damage





Bad Design-increase strength





Bad Maint.





Corrosion





structural failure for subdivision





Accelerate path to end event





Increased heeling/trim





Reduction in stability





Progressive flooding





Doors and fire dampers proped open





Unapproved modification





Poor design





Improper fire rating





failure of the fire subdivision and resistance (sfp, smoke)





Structural Damage





Smoke throughout the vessel





Difficulty to extinguish





Loss of refuge areas





Fire spread





Human system failure





Mechanical failure system





Bad arrangements/system design





Delay in detection





Delay in operation





Insufficient capacity





failure to extinguish (fire system)





Fire grows





MOB vessel can't be recovered





Training(Also PFD)





MOB Can't be deployed





Improper installation(ALSO PFD)





Improper design/installiation location(Also PFD)





Human error





Motions 





Excessive list or trim





Poor maintaince(Also PFD)





Mechanical





failure to deploy from liferaft. Epirb, other lsa





Unrecovered person in the water





Inadequate personel buoyancy





People in water without rafts





Delayed rescue(EPIRB)





Can’t evacuate





Failure of human action





Electronic fault





failure of vts





Increased likelihood of collision





Human Failure





Mechanical Failure





subdivision doors left open





Accelerate path to end event





Increased heeling/trim





Reduction in stability





Progressive flooding





Passengers don't know who to ask-confusion





Equipment not provided





Lack of training





insufficient first aid on board





Injury on illness goes unchecked





Human communication system





Failure of communication system





failure to contact shore based assistance





Delayed rescue or untimely rescue
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